
 

 

 
JK PocketsTM Installation Instructions 

For 2011 - 2018 Jeep Wrangler JK 

Thank you for purchasing JK Pockets! We hope you really like the look and added functionality over the factory 
netting. We’ve made the installation as easy as we could, but if you have any issues please email us at 
support@slickrockgear.com or call us at 800-996-8168 and we’ll help you through the install. 
 
These instructions can be downloaded at http://www.slickrockgear.com/install 
 

IMPORTANT - MUST READ 
Installation of JK Pockets requires the removal of a factory installed feature. If you decide at a later time that 
you no longer want JK Pockets installed and would like the factory netting back, then you would need to 
contact your dealer to purchase and install the OEM trim pieces with attached netting. By installing JK Pockets 
you agree to release Slickrock Gear, LLC from all responsibility and liability of replacing the factory installed 
door and dash netting pieces. 
 

Tools Required 
● Scissors 
● Utility Knife 
● Medium Sized Flat Head (Slotted) Screwdriver 

 

Part Identification 
The front and rear pockets are similar in size and shape. The difference is the front pockets have tabs on the 
bottom and the rear pockets do not.  When installing the vertical side goes toward the front of the vehicle for 
each door pocket. 
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Dash Pocket Installation 

Step 1 - Setup 
 
To install the dash pocket you must first removed the panel 
holding the netting in the dash. 
 
To allow removal of the panel, the center console trim cover 
around the cup holders and shifter must be raised. 
 
Begin by engaging the parking brake, then put the transfer 
case in 4H. 

 

Step 2 - Panel Removal 
 
Carefully insert a flat head screwdriver into the seam of the top 
left side of the panel and gently pry it open enough to get your 
finger in behind the panel, then remove the screwdriver. 
 
Gently pull out on the panel and using your other hand work it 
out popping loose each clip. 

 

There’s 4 small clips holding the panel in place. 

 

Once the panel is loose you must raise the center console trim 
cover to allow the dash panel to be removed. 
 
Using both hands, grasp the center control trim cover behind 
the cup holder closest to the center console storage area. 
 
Gently pull up on it and it will release and pop up. 
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While pulling up on the rear of the trim piece, grasp the dash 
panel and pull up on it. If it doesn’t come out right away adjust 
the height of the rear of the console trim piece. The dash panel 
will come out very easily. 

 

Step 3 - Netting Removal 
 
It helps to have a second person for this part, but you can do it 
yourself with a little bit of coordination. 
 
Start by cutting the top elastic band with a utility knife or 
scissors. We find it easier to use a utility knife due to the 
thickness of the elastic. 
 
Cut both sides of the elastic. 

 

Once the elastic is cut, go around and cut the rest of the 
netting using scissors. We recommend scissors here for safety 
and to minimize scratching of the plastic. 
 
Put some tension on the netting as you cut, and let it pull out 
from the trim as you cut. 

 

After the netting is all removed, clean out any small pieces left 
over. 
 
Then, flip the panel over and remove the elastic retainers and 
remaining elastic from each side. Grasp the end near the metal 
clip and pull. It will pop right out. 
 
These pieces and all netting can be discarded. 
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Step 4 - Install the Pocket 
 
Begin by inserting one of the top tabs into the top of the 
channel in the trim panel. It doesn’t matter which side you start 
with. 

 

Lower the pocket onto the panel and guide the first lower tab 
into the channel. 
 
The center pocket is a snug fit and may be a little tricky to get 
into place. 
 
Snug fit = no rattles! 

 

As you get to the opposite side, gently flex the pocket and 
guide the edge into the channel with your other hand. 
 
This is where it may take a little elbow grease. Don’t worry, the 
pockets can flex a lot and it won’t break. 
 
After you get the pocket into the channel wiggle it around and 
make sure it’s seated well. 

 

Step 5 - Dash Installation 
 
To install the panel back into the dash, lift up on the center 
console behind the cut holder. You only need to lift up a little 
and loosen the panel so you can insert the dash panel. 
 
Slide the dash panel in and at the same time you will lower the 
center console trim cover. You can feel when both are in place. 
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Once the dash panel is in place push in across the top to snap 
in the clips. 
 
After that’s in place you can push down on the center console 
trim cover behind the cup holders to lock it back in. 

 

Congratulations! 
 
The dash pocket is installed. 

 

 

Front Door Pocket Installation 

Step 1 - Elastic Band Cutting 
 
The first part will be to cut through the thick elastic band across 
the top of the netting. For this we recommend a utility knife due 
to the thickness of the elastic, but scissors may be used in 
place of the knife. 
 
Beginning with one side grip the elastic right near where it goes 
into the trim and pull toward the center. You want to remove as 
much as possible. 
 
With tension on it cut through the elastic all the way - making 
the cut close to the trim. 
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Repeat on the opposite side of the elastic band and cut 
through the elastic band. 

 

Step 2 - Netting Removal 
 
Once each side of the elastic has been cut, then proceed to 
cutting out the rest of the netting. For this step we recommend 
using scissors. A knife may be used, but there’s higher risk of 
hitting the door panel and scratching it. 
 
Start at the top of one side and work your way around cutting 
out the netting. It’s best if you put some tension on the netting 
by pulling inward. 

 
 

 

Step 3 - Clean Channel in Trim 
 
Once the netting has been removed, there may be some small 
pieces of string left in the channel around the trim piece. 
Remove them by pulling out. If you can’t get to some it’s ok 
because they will get pushed inside by the pocket. 
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Step 4 - Install the Pocket 
 
Begin by placing the tab in the rear door side of the trim 
channel. 

 

Lower the pocket and guide the edge of the pocket into the trim 
channel. 

 

Lightly flex the pocket and guide the remaining edge into the 
channel of the trim piece. When you get to the top flex it and 
place the tab into the top of the channel. 
 
Once you get the entire pocket in place wiggle it to make sure 
everything is seated firmly. 
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Congratulations! 
 
The front pocket is installed. Repeat the same steps for the 
opposite side. 

 

Rear Door Pocket Installation 

Step 1 - Elastic Band Cutting 
 
The first part will be to cut through the thick elastic band 
across the top of the netting. For this we recommend a utility 
knife due to the thickness of the elastic, but scissors may be 
used in place of the knife. 
 
Beginning with one side grip the elastic right near where it 
goes into the trim and pull toward the center. You want to 
remove as much as possible. 
 
With tension on it cut through the elastic all the way - making 
the cut close to the trim.  

 
 

Repeat on the opposite side of the elastic band and cut 
through the elastic band. 
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Step 2 - Netting Removal 
 
Once each side of the elastic has been cut, then proceed to 
cutting out the rest of the netting. For this step we recommend 
using scissors. A knife may be used, but there’s higher risk of 
hitting the door panel and scratching it. 
 
Start at the top of one side and work your way around cutting 
out the netting. It’s best if you put some tension on the netting 
by pulling inward. 

 
 

 

Step 3 - Clean Channel in Trim 
 
Once the netting has been removed, there may be some 
small pieces of string left in the channel around the trim piece. 
Remove them by pulling out. If you can’t get to some it’s ok 
because they will get pushed inside by the pocket. 

 

Step 4 - Install the Pocket 
 
Begin by placing the tab in the rear door side of the trim 
channel. 
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Lower the pocket and guide the edge of the pocket into the 
trim channel. It will be a snug fit getting the bottom of the 
pocket into the channel. You can use a little pressure if 
needed. 

 

Lightly flex the pocket and guide the remaining edge into the 
channel of the trim piece. When you get to the top flex it and 
place the tab into the top of the channel. 
 
Once you get the entire pocket in place wiggle it to make sure 
everything is seated firmly. 
 
 

 

Congratulations! 
 
The rear pocket is installed. Repeat the same steps for the 
opposite side. 
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